
AMX~BMX ser ies
S P E C I F I C AT I O N S
Three-Wheel Lift Trucks
3,000–4,000 lbs. Capacity
Electric,  36/48 volt

I S O  9 0 0 1  C E R T I F I E D The Forklift With Proven Ability.™

®



NOTE: Most values shown in this publication are rounded. Therefore, direct conversion between metric and English or Imperial may be slightly different from those shown. 
The performance of machines is affected by the condition of the vehicle and how it is equipped as well as the nature and condition of the operating area. If these specifications are
critical or if your needs exceed the specifications shown here, discuss the proposed application with your authorized dealer. 

TRUCK DATA

GENERAL

GENERAL FB15M-3 FB15M-3

Power Type Electric (36V) Electric (48V)

Operation Type Sit-Down Sit-Down

Capacity @ 24 in. (600 mm) load center * lbs. (kg) 3,000 (1,350) 3,000 (1,350)

Load distance from center axle (2-stage mast) in. (mm) 15.3 (390) 15.3 (390)

Load distance from center axle (3-stage mast) in. (mm) 15.3 (390) 15.3 (390)

Wheelbase in. (mm) 51.6 (1,310) 51.6 (1,310)

WEIGHT

Service weight (includes min. weight battery, 2-stage std. mast & forks) lbs. (kg) 6,900 (3,130) 6,900 (3,130)

TIRE

Tire type Cushion Solid Cushion Solid

Tire size, front 18 x 6 x 12 1/8 18 x 6 x 12 1/8

Tire size, rear 16 x 5 x 10 1/2 (double) 16 x 5 x 10 1/2 (double)

Number of wheel, front/rear x=driven 2x / 2 2x / 2

Tread (center of tires) front/rear in. (mm) 35.5 (900) / 8.3 (210) 35.5 (900) / 8.3 (210)

DIMENSIONS

Tilting angle, 2-stage masts, forward / backward deg. 5 / 7 5 / 7

Tilting angle, 3-stage masts, forward / backward deg. 5 / 5 5 / 5

Mast height, lowered (2-stage std. mast) in. (mm) 86.5 (2,200) 86.5 (2,200)

Mast height, extended (2-stage std. mast) † in. (mm) 178.0 (4,520) 178.0 (4,520)

Maximum fork height (2-stage std. mast)  ** in. (mm) 130.0 (3,300) 130.0 (3,300)

Free lift height (2-stage std. mast) in. (mm) 5.5 (140) 5.5 (140)

Height overhead guard in. (mm) 76.8 (1,950) 76.8 (1,950)

Length to fork face (2-stage mast) in. (mm) 75.0 (1,905) 75.0 (1,905)

Length to fork face (3-stage mast) in. (mm) 75.0 (1,905) 75.0 (1,905)

Overall width, at drive tires in. (mm) 42.1 (1,070) 42.1 (1,070)

Forks, thickness x width x length in. (mm) 1.6 x 3.9 x 42.1 (40x100 x1,070) 1.6 x 3.9 x 42.1 (40x100x1,070)

Carriage width / ITA Class in. (mm) 37.0 (940) / II 37.0 (940) / II

Ground clearance, under 2-stage std. mast in. (mm) 5.5 (140) 5.5 (140)

Ground clearance, under 3-stage std. mast in (mm) 3.5 (90) 3.5 (90)

Ground clearance, center of wheelbase in. (mm) 3.9 (100) 3.9 (100)

Right angle stacking aisle (2-stage mast) †† in. (mm) 74.2 (1,885) 74.2 (1,885)

Right angle stacking aisle (3-stage mast) †† in. (mm) 74.2 (1,885) 74.2 (1,885)

Turning radius, outside in. (mm) 58.9 (1,495) 58.9 (1,495)

Battery compartment: width x length x height in. (mm) 38.8 x 21.3 x 24.0 (985x540x610) 38.8 x 21.3 x 24.0 (985x540x610)

PERFORMANCE

Travel speed, forward, loaded / unloaded mph (km/h) 9.0 (14.5) / 9.6 (15.5) 9.0 (14.5) / 9.6 (15.5)

Lifting speed, loaded / unloaded (2-stage mast) fpm (mm/s) 63 (320) / 100 (510) 85 (430) / 128 (650)

Lifting speed, loaded / unloaded (3-stage mast) fpm (mm/s) 63 (320) / 98 (500) 83 (420) / 122 (620)

Lowering speed, loaded / unloaded (2-stage mast) fpm (mm/s) 98 (500) / 89 (450) 98 (500) / 89 (450)

Lowering speed, loaded / unloaded (3-stage mast) fpm (mm/s) 96 (490) / 89 (450) 96 (490) / 89 (450)

Max. drawbar pull, loaded lbs. (kN) 2,030 (9,020) 2,030 (9,020)

Max. gradeability, loaded / unloaded at 1 mph % 17 / 24 17 / 24

Service brake, operation / control Foot / Hydraulic Foot / Hydraulic

Parking brake, operation / control Hand / Mechanical Hand / Mechanical

Steering, type Hydraulic Hydraulic

DRIVE

Drive motor, 60 minute rating HP (kW) 6.4 (4.8) x 2 motors 6.4 (4.8) x 2 motors

Pump motor, 5 minute rating HP (kW) 10.6 (7.9) 13.1 (9.8)

PS motor, 60 minute rating HP (kW) 0.46 (0.34) 0.60 (0.45)

Battery voltage volts 36 48

Battery capacity, minimum Ah/6 hr. rate 440 330

Battery capacity, maximum Ah/6 hr. rate 880 660

Battery weight, minimum Ibs. (kg) 1,570 (710) 1,570 (710)

Battery weight, maximum Ibs. (kg) 2,160 (980) 2,160 (980)

OTHER

Drive motor control Transistor Invertor Transistor Invertor

Relief pressure, maximum psi (bar) 2,420 (170) 2,420 (170)

Hydraulic tank capacity U.S. gallons (liters) 4.8 (18) 4.8 (18)



* Optional masts, attachments, longer load dimensions, and higher lifting heights may result in derating of the capacity. Contact your authorized dealer.
** Other mast heights available. See MAST DATA chart for other standard mast heights. Contact your authorized dealer.
† Includes 48-inch (1,220 mm) high load backrest. Contact your authorized dealer.
†† Add load length and clearance. Contact your authorized dealer.

FB18M-3 FB18M-3 FB18MG-3 FB18MG-3 FB20M-3 FB20M-3

Electric (36V) Electric (48V) Electric (36V) Electric (48V) Electric (36V) Electric (48V)

Sit-Down Sit-Downg Sit-Down Sit-Down Sit-Down Sit-Down

3,500 (1,580) 3,500 (1,580) 3,500 (1,580) 3,500 (1,580) 4,000 (1,810) 4,000 (1,810)

15.3 (390) 15.3 (390) 16.3 (415) 16.3 (415) 16.3 (415) 16.3 (415)

15.3 (390) 15.3 (390) 16.3 (415) 16.3 (415) 16.3 (415) 16.3 (415)

51.6 (1,310) 51.6 (1,310) 55.3 (1,405) 55.3 (1,405) 55.3 (1,405) 55.3 (1,405)

7,330 (3,325) 7,330 (3,325) 8,180 (3,710) 8,180 (3,710) 8,470 (3,840) 8,470 (3,840)

Cushion Solid Cushion Solid Cushion Solid Cushion Solid Cushion Solid Cushion Solid

18 x 6 x 12 1/8 18 x 6 x 12 1/8 18 x 8 x 12 1/8 18 x 8 x 12 1/8 18 x 8 x 12 1/8 18 x 8 x 12 1/8

16 x 5 x 10 1/2 (double) 16 x 5 x 10 1/2 (double) 16 x 5 x 10 1/2 (double) 16 x 5 x 10 1/2 (double) 16 x 5 x 10 1/2 (double) 16 x 5 x 10 1/2 (double)

2x / 2 2x / 2 2x / 2 2x / 2 2x / 2 2x / 2

35.5 (900) / 8.3 (210) 35.5 (900) / 8.3 (210) 34.3 ( 870) / 8.3 (210) 34.3 ( 870) / 8.3 (210) 34.3 ( 870) / 8.3 (210) 34.3 ( 870) / 8.3 (210)

5 / 7 5 / 7 5 / 7 5 / 7 5 / 7 5 / 7

5 / 5 5 / 5 5 / 5 5 / 5 5 / 5 5 / 5

86.5 (2,200) 86.5 (2,200) 86.5 (2,200) 86.5 (2,200) 86.5 (2,200) 86.5 (2,200)

178.0 (4,520) 178.0 (4,520) 178.0 (4,520) 178.0 (4,520) 178.0 (4,520) 178.0 (4,520)

130.0 (3,300) 130.0 (3,300) 130.0 (3,300) 130.0 (3,300) 130.0 (3,300) 130.0 (3,300)

5.5 (140) 5.5 (140) 5.5 (140) 5.5 (140) 5.5 (140) 5.5 (140)

76.8 (1,950) 76.8 (1,950) 76.8 (1,950) 76.8 (1,950) 76.8 (1,950) 76.8 (1,950)

76.4 (1,940) 76.4 (1,940) 80.9 (2,055) 80.9 (2,055) 80.9 (2,055) 80.9 (2,055)

76.4 (1,940) 76.4 (1,940) 80.9 (2,055) 80.9 (2,055) 80.9 (2,055) 80.9 (2,055)

42.1 (1,070) 42.1 (1,070) 42.1 (1,070) 42.1 (1,070) 42.1 (1,070) 42.1 (1,070)

1.6 x 3.9 x 42.1 (40x100x1,070) 1.6 x 3.9 x 42.1 (40x100x1,070) 1.6 x 3.9 x 42.1 (40x100x1,070) 1.6 x 3.9 x 42.1 (40x100x1,070) 1.6 x 3.9 x 42.1 (40x100x1,070) 1.6 x 3.9 x 42.1 (40x100x1,070)

37.0 (940) / II 37.0 (940) / II 37.0 (940) / II 37.0 (940) / II 37.0 (940) / II 37.0 (940) / II

5.5 (140) 5.5 (140) 3.5 (90) 3.5 (90) 3.5 (90) 3.5 (90)

3.5 (90) 3.5 (90) 3.5 (90) 3.5 (90) 3.5 (90) 3.5 (90)

3.9 (100) 3.9 (100) 3.9 (100) 3.9 (100) 3.9 (100) 3.9 (100)

76.2 (1,935) 76.2 (1,935) 80.9 (2,055) 80.9 (2,055) 80.9 (2,055) 80.9 (2,055)

76.2 (1,935) 76.2 (1,935) 80.9 (2,055) 80.9 (2,055) 80.9 (2,055) 80.9 (2,055)

60.8 (1,545) 60.8 (1,545) 64.6 (1,640) 64.6 (1,640) 64.6 (1,640) 64.6 (1,640)

38.8 x 21.3 x 24.0 (985x540x610) 38.8 x 21.3 x 24.0 (985x540x610) 39.0 x 25.0 x 24.0 (990x635x610) 39.0 x 25.0 x 24.0 (990x635x610) 39.0 x 25.0 x 24.0 (990x635x610) 39.0 x 25.0 x 24.0 (990x635x610)

9.0 (14.5) / 9.6 (15.5) 9.0 (14.5) / 9.6 (15.5) 8.4 (13.5) / 9.0 (14.5) 8.4 (13.5) / 9.0 (14.5) 8.1 (13.0) / 8.7 (14.0) 8.1 (13.0) / 8.7 (14.0)

61 (310) / 100 (510) 81 (410) / 128 (650) TBA TBA TBA TBA

59 (300) / 98 (500) 79 (400) / 122 (620) 55 (280) / 95 (480) 77 (390) / 122 (620) 53 (270) / 95 (480) 75 (380) / 122 (620)

98 (500) / 89 (450) 98 (500) / 89 (450) TBA TBA TBA TBA

96 (490) / 89 (450) 96 (490) / 89 (450) 96 (490) / 89 (450) 96 (490) / 89 (450) 96 (490) / 89 (450) 96 (490) / 89 (450)

1,980 (8,820) 1,980 (8,820) 2,095 (9,320) 2,095 (9,320) 2,050 (9,120) 2,050 (9,120)

15 / 22 15 / 22 14 / 21 14 / 21 13 / 20 13 / 20

Foot / Hydraulic Foot / Hydraulic Foot / Hydraulic Foot / Hydraulic Foot / Hydraulic Foot / Hydraulic

Hand / Mechanical Hand / Mechanical Hand / Mechanical Hand / Mechanical Hand / Mechanical Hand / Mechanical

Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic

6.4 (4.8) x 2 motors 6.4 (4.8) x 2 motors 6.4 (4.8) x 2 motors 6.4 (4.8) x 2 motors 6.4 (4.8) x 2 motors 6.4 (4.8) x 2 motors

10.6 (7.9) 13.1 (9.8) 10.6 (7.9) 13.1 (9.8) 10.6 (7.9) 13.1 (9.8)

0.46 (0.34) 0.60 (0.45) 0.46 (0.34) 0.60 (0.45) 0.46 (0.34) 0.60 (0.45)

36 48 36 48 36 48

440 330 675 450 675 450

880 660 1,100 770 1,100 770

1,570 (710) 1,570 (710) 2,160 (980) 2,160 (980) 2,160 (980)  2,160 (980)

2,160 (980) 2,160 (980) 2,580 (1,170) 2,580 (1,170) 2,580 (1,170) 2,580 (1,170)

Transistor Invertor Transistor Invertor Transistor Invertor Transistor Invertor Transistor Invertor Transistor Invertor

2,420 (170) 2,420 (170) 2,630 (185) 2,630 (185) 2,630 (185) 2,630 (185)

4.8 (18) 4.8 (18) 4.8 (18) 4.8 (18) 4.8 (18) 4.8 (18)
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SPECIAL FEATURES

Powerful AC induction drive motor for 
top level performance and low maintenance

3 types of regenerative braking recharging 
the batteries when:
•  Accelerator is released
•  Switch back (reverse shift)
•  Brake pedal activated

Low and wide floorboard for easier  on and off

Convenient hinged side access cover 
provides fast access to power steering and
hydraulic motors and pumps

Easy opening, all steel, swing up battery cover

Overhead guard with full lattice top design 
and angled front cross member offers exceptional
upward view for the operator

OPTIONAL EQUIPMENT

Additional length forks

Attachments

Auxiliary hydraulic valve

Battery slide removal

Cold/freezer protection

Drive-in rack OHG

Internal hydraulic hosing

Rear, stop, and tail lamps

Warning devices–audible

Warning devices–visual

STANDARD EQUIPMENT

AC drive motor controller

Battery and operator
restraint systems

Battery discharge 
indicator

DC lift and power steering

Dual hydraulic disk brakes

Fully hydrostatic power
steering (FHPS)

Lift interrupt

Load backrest

Headlights–OHG mounted

Overhead guard (ANSI)

Tilt steering column

3-way valve

Maximum Mast Height†

Fork Height Lowered Extended† Free Lift†

in. (mm) in. (mm) in. (mm)           in. (mm)

FB15M/18M 3

2-STAGE FREE VIEW

106.0 (2,690) 74.5 (1,890) 154.0 (3,910) 5.5 (140)

118.0 (3,000) 80.5 (2,040) 166.0 (4,220) 5.5 (140)

130.0 (3,300) 86.5 (2,200) 178.0 (4,520) 5.5 (140)

2-STAGE FULL FREE VIEW

106.0 (2,700) 74.5 (1,890) 154.0 (3,910) 26.5 (670)

118.0 (3,000) 80.5 (2,040) 166.0 (4,220) 32.5 (830)

130.0 (3,300) 86.5 (2,200) 178.0 (4,520) 38.5 (980)

3-STAGE FULL FREE VIEW

158.5 (4,030) 73.5 (1,870) 206.5 (5,250) 25.5 (650)

170.5 (4,330) 77.5 (1,970) 218.5 (5,550) 29.5 (750)

188.5 (4,790) 83.5 (2,120) 236.5 (6,010) 35.5 (900)

198.5 (5,040) 87.5 (2,220) 246.5 (6,260) 39.5 (1,000)

216.5 (5,500) 95.5 (2,430) 264.5 (6,720) 47.5 (1,210)

235.5 (5,980) 104.5 (2,650) 283.5 (7,200) 56.5 (1,440)

FB18MG/20M 3

2-STAGE FREE VIEW “EZview”

106.0 (2,690) 74.5 (890) 154.0 (3,910) 5.5 (140)

118.0 (3,000) 80.5 (2,040) 166.0 (4,220) 5.5 (140)

130.0 (3,300) 86.5 (2,200) 178.0 (4,520) 5.5 (140)

2-STAGE FULL FREE VIEW “EZview”

TBA TBA TBA TBA

TBA TBA TBA TBA

TBA TBA TBA TBA

3-STAGE FULL FREE VIEW “EZview”

158.5 (4,030) 73.5 (1,870) 206.5 (5,250) 25.5 (650)

170.5 (4,330) 77.5 (1,970) 218.5 (5,550) 29.5 (750)

188.5 (4,790) 83.5 (2,120) 236.5 (6,010) 35.5 (900)

198.5 (5,040) 87.5 (2,220) 246.5 (6,260) 39.5 (1,000)

216.5 (5,500) 95.5 (2,430) 264.5 (6,720) 47.5 (1,210)

235.5 (5,980) 104.5 (2,650) 283.5 (7,200) 56.5 (1,440)

Contact your authorized dealer for
other options.

MAST DATA & FEATURES

Komatsu “Proven Ability”
is Komatsu’s ability to eclipse the
competition by taking the complicated

and making it simple. We strive to provide
innovative solutions using the technologies of
tomorrow—today.

NOTE: Specifications for 4-Stage Full Free View (QFV) Masts are not indicated.
Please consult your authorized dealer for information and availability.



Komatsu Forklift Product Line

3–4 Wheel Electric Rider Cushion Tire Engine Powered Pneumatic Tire Engine Powered

Narrow Aisle Low & High Lift Walkie Genuine OEM Parts
Reach & Order Selector and Product Support

Dependable 
Dealer Network
Komatsu Forklift has over 
100 dealer locations throughout
the United States, Canada, 
Mexico, the Caribbean, and
Central & South America, and 
they are staffed with a highly
dedicated team of professionals
who are trained to meet 
your needs.

Komatsu Forklift U.S.A., Inc.
The Komatsu Forklift group has been producing
quality forklifts since 1945 with production in
the United States since 1987. Komatsu Forklift
U.S.A., Inc. headquarters and ISO 9001 certified
manufacturing plant are located in Covington,
Georgia.

Strong Customer Satisfaction 
Komatsu Forklift has always held their
customer’s satisfaction as top priority. There is a
strong corporate-wide commitment to produce,
deliver, and support quality products. We will
work to the best of our abilities to assist you in
maximizing your operation’s productivity while
minimizing costs.

Quality Products & Service
Komatsu Forklift offers an expanding product
line of over 120 electric and I.C.E. forklift
models with capacities ranging from 2,000 to
35,000 lbs.  We back them with a complete
warranty program, superior service, and
genuine OEM parts.

Contact Your Komatsu Forklift
Dealer Today!
Your nearby Komatsu Forklift Dealer is ready to
assist you. Ask about our financing and leasing
options that can be tailored to your business
plan. Forklifts for your specific applications and
workplace are waiting for you.

14481 Lochridge Boulevard, Covington, GA 30014
Telephone: 770-787-5100   Fax: 770-385-6003

1-800-821-9365
www.komatsuforkliftusa.com
© Copyright Komatsu Forklift U.S.A., Inc. 2004. The Ability Bolt, The Forklift With Proven Ability, and the Clean Air Technology logo are trademarks of Komatsu Forklift U.S.A., Inc.   
Komatsu Forklift U.S.A., Inc. products and specifications are subject to continuous improvement and change without prior notice. The illustrations do not necessarily show the standard 
version and features of the equipment. Actual operating conditions may affect performance and specifications and may suggest the use of certain options and attachments. Please 
consult your Dealer for specifications and availability. Komatsu owns and operates manufacturing facilities in Covington, GA. Only those products made in Komatsu’s Georgia plant are 
manufactured under ISO 9001 guidelines. Printed in the U.S.A.
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